
                                                                                                                                                           INST- GLVBX- NTZ                               

          Tou gh  St u f f  Pr odu ct s, I n c. 
                                                    Glove Box Net z 
 

REA D A LL OF THE INSTRUCTIONS BEFORE STA RTING 
Check  our  w ebsit e f or  any updat ed inst ruc t ions!    w w w .t oughst uf fp roduc ts.com  > >  

Jeep® A ccessories> > NETZ> > Glove Box NETZ> > Installat ion Inst ruct ions. 
 

TOOLS REQUIRED 
Duct  t ape  Phill ips Screw dr iver    Ink  Pen   Razor knif e 
 
INSTRUCTIONS 
Open glove box and sl ide nylon st rap out  of  i t ’s slo t .  Let  g love box 
cont inue dow nw ard and rem ove. 
 
Place glove box f ace dow n on sof t  surf ace, rem ove 8 (eight ) Phil lips 
screw s f rom t he bot t om  per im et er  o f  t he glove box. 
 
Fold open t he t ray f rom t he box f ace and cut  w it h t he razor  knif e at  t he 
“ hinge” .  Lay t h is t ray aside f or now . 
 
Not e t he t op edge of  t he Glove Box NETZ has an elast ic st rap and a non-
elast ic st rap, t he elast ic (st ret chy) side f aces aw ay f rom  t he glove box 
f ront  w hen assembled .   
 
Lay  t he NETZ , elast ic side DOWN, on t he w ork  sur f ace.  Place t he glove 
box f ace dow n on  t op of  t he NETZ, as pict ured. 

 



 
Tear of f  4 st r ips of  duct  t ape approx . 3 inches long.  
 
 St ret ch t he 2 upper st raps around t he edges of  t he dash f ace and t ape in 
place as show n.  M ake sure t he f ront  of  t he NETZ is cent ered on t he glove 
box f ace and t he 2 screw  holes are cent ered on t he st raps.  Keep t he 
st rap as t ight  
as 

possible. 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
Pull t he low er 2 st raps dow nw ard  unt il  t he bot t om  edge o f  t he NETZ is 
even w it h t he bot t om  of  t he glove box f ace. Pull t he st raps around t he 
bot t om  edge, and t hen cent er t he st raps on t he screw  holes and t ape 
securely in p lace. 



 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
Use t he ink  pen and punch out  t he screw  holes t hrough t he t ape and 
st raps. 
 
Replace t he t ray  rem oved ear lier  w it h t he 8 screw s you  removed, cu t  t he 
exposed duct  t ape (being caref ul NOT t o cu t  t he st raps) w it h t he razor  
knif e, rem ove and discard.  Re-inst al l t he glove box. 
 
Thank  you f or purchasing our product .  We also m anuf act ure m any ot her 
body prot ec t ion and accessory  it em s f or  your vehicle, our  complet e 
product  l ine can be view ed at  w w w .t oughst u f f p roduct s.com . 
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